





TPB

Pipe Brace

MATERIAL AND FINISH
1” round x .05 tubing cold roll electro welded; galvanized.

OPTION OPTION

TSSB
Sprinkler Support Bracket

MATERIAL AND FINISH
Supporting saddle 12 gauge hot roll A36 rod saddle 4 gauge hot roll A36.
Coated with zinc chromate corrosion resistant primer.

ACCEPTED
ICBO pending at time of publication.

VARIES
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TWT
Wall Tie for bolt on type condition

MATERIAL AND FINISH
1/8” X 2 1/2" hot roll;
coated with zinc chromate corrosion resistant primer.

ACCEPTED
ICBO pending at time of publication.

SPECIFY

Plate Clevis 2'x 2L BENT R
For rod bracing assemblies

+ PLATE WASHER

MATERIAL AND FINISH
A36 hot roll, per engineering calculations
on request. Coated with zinc chromate
corrosion resistant primer.
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Clevis

ROD | MFGRS | PIN | CLEVIS |LENGTH |ALLOWABLE
DIA | CODE | DIA | MATERIAL A LOAD
1/2 | CLEV12 | 1/2" | 1/4"X2" | 61/2" | 3,660
58" | CLEV58 | 58" [1/4"X21/2"[ 612" | 5860
3/4" | CLEV34 | 34" [1/4"X21/2"| 61/2" | 8440
7/8" | CLEV78 | 7/8" |1/4"X21/2" 61/2" | 11,485

1 CLEVI | 1 | 1/4°X3" [61/2" | 15,000
11/8" | CLEV113| 11/8"| 3/8"X4" | 91/4" | 18,985
11/4" [ CLEVI14| 11/4"| 3/8"X4" | 91/4" | 23435

Allowable load Is lasser of:

1. Allowable rod tension

2. Allowable pin shear

3. Allowable pin bearing on clevis
4. Allowable tension on clevis




Custom Hardware
Per Customer Specifications

“Note - Tobin Steel Company Inc. assumes no engineering responsibility for custom hardware.

Truss Connector Plates

Custom plates fabricated per your drawings
or CAD files (DXF format).

MATERIAL AND FINISH
Per customer requirements, -
consult factory for pricing.
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Truss Connector Plates

Custom Panel insert embeds, drag struts or any
custom hardware per your engineered drawings.

MATERIAL AND FINISH
Per customer requirements,
consult factory for pricing.

Miscellaneous Hardware =

Miscellaneous Hardware per your drawings or CAD files (DXF format).

MATERIAL AND FINISH
7 guage steel coated with zinc chromate corrosion resistant primer.

1/20x%x6
headed sluds typlical

Width

Model | Width
TJG550 | 5172
TJG 600 6"
TJG 750 712"
TJG 800 8"
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NAILS

The nails listed below are specifically designed for hanger installation and provide
values equal to code approved nails.

NAILS

‘  Typical Allowable Loads ( 1 Ibs./nail) | Nails
Model Withdrawl! B \ per
No. Description Shear | Perinch [ PerNail Cwt.
8d (8d) 11 Ga. x 1 1/4" Smooth Shank 98 34 ' 43 22400
10d (10d) 9 Ga. x 1 1/2" Smooth Shank | 118 38 57 12800

16d (16d) 8 Ga. x 2 1/2" Smooth Shank 134 2 105 6200

N20a (20d) .192" x 1 3/4" AnnularRing | 174 | 49 86 | 6300
N54a | .250" dia. x 2 1/2" Annular Ring 253 63 158 2700

Tabulated loads based on the following:
1+ Listed shear value includes 25% increase for metal side plates.
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TOP VIEWS
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e Tobin Steel Company Inc. reserves the right to change or modify any of our
product line without notice or liability for such changes.

e No modifications of any product is allowed without the written approval of
Tobin Steel Company Inc.

e All products must be installed in accordance with this catalog and ICBO ER-3924
to achieve full load values listed.

e  All products are continually inspected by qualified personnel for quality assurance in
accordance with ICBO guidelines. Welded products are identified with final stamped
inspection approval, with our welding operations routinely inspected by a licensed
quality control agency.

817 E. Santa Ana Blvd. - Santa Ana, CA 92702
Orange County: Phone:(714) 541 2268 - Fax: (714) 541 0627
Riverside County: Phone (714) 920 8687 - Fax: (951) 894 5090
E-Mail: Tobinsteel@tobinsteel.com



NN

Distributed By:

817 E. Santa Ana Blvd. - Santa Ana, CA 92702
Orange County: Phone:(714) 541 2268 - Fax:(714) 541 0627

Riverside County: Phone:(714) 920 8687 - Fax:(951) 894 5090
E-Mail: Tobinsteel@tobinsteel






